


























the eave vents. The openings shall be covered with corrosion-resistant 
metal mesh covering. 

Section 1203.4.1 Openings for under-floor ventilation. Delete sections 1203.4.1 and 
1203.4.2 in their entirety and replace with the following: 

Each under-floor space shall be ventilated by an approved mechanical 
means or by openings in exterior foundation walls. Such openings shall 
have a net area of not less than 0.1 square foot for each 150 square feet 
of under-floor area. There shall be two openings located as close to 
comers as practical on opposite sides to provide cross ventilation. The 
openings shall be covered with corrosion resistant wire mesh 
approximately 1 /4" in size. All structures with a crawl space shall have a 
minimum 6 mil ground vapor retarder to prevent the flow of water vapor 
from soils into the heated building interior. 

Section 1205.2 Natural light. Delete the paragraph in its entirety and replace as 
follows: 

Guest rooms and habitable rooms within a dwelling unit or congregate 
residence shall be provided with natural light by means of exterior glazed 
openings with any area not less than one twentieth of the floor area of 
such rooms with a minimum of 5 square feet, except that minimum egress 
requirements shall govern. 

1209.2 Attic Spaces. Add a sentence as follows: 

Attic access shall not be located in a room containing bathing facilities. 

1210.2.1 Floors and wall bases. Delete this paragraph and replace with the following: 

In other than dwelling units, toilet and bathing room floors shall have a smooth, 
nonporous, non-absorbent surface such as non-cushioned sheet vinyl, sealed 
concrete or ceramic tile with sealed joints or other approved materials. Base 
shall be of similar materials, shall extend up the wall 4 inches (127 mm) 
minimum, and shall be sealed to the flooring and wall surface and allowing 
differential movement without water penetration. 

1210.2.2 Walls and partitions wainscot. Revise this section by renaming the section 
and delete the first paragraph to read as follows: 

Walls and partitions wainscot. 

Walls and partitions within 2 feet (610 mm) of the front and sides of urinals, water 
closets and lavatories shall have a smooth, non-porous, hard, non-absorbent 
surface such as non-cushioned sheet vinyl, sealed concrete, ceramic tile with 
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sealed joints, approved plastic panels, or other approved materials, installed to a 
minimum height of 4 feet above the finished floor and except for structural 
elements, the materials in such walls shall be of a type that is not adversely 
affected by moisture. 

1210.2.2 Walls and partitions. Delete exception 1 and 2 and replace as follows: 

Exception. 

1. Dwelling Units 

1210.2.2.1 Walls and partitions moisture resistive gypsum board application. 
Create a new subsection and title to read as follows: 

In addition to the wainscot provisions as required by section 1210.2.2, moisture 
resistive gypsum board, cement board or other approved material shall be 
applied to walls within two feet from the front and sides of urinals, water closets, 
tub, shower, lavatories and service sinks. Moisture resistive gypsum board shall 
be applied on walls in the spaces as stated above in all occupancies up to a 
height of 4 feet. Walls immediately adjacent to tub and shower areas shall be 
provided with moisture resistive gypsum board to a height of 7 feet above the 
drain inlet. 

Chapter 13 ENERGY EFFICIENCY. Delete this chapter in its entirety and refer to the 
International Energy Conservation Code as amended. 

Section1503.7 Protection from falling snow and ice. Add a new section. 

Where the accumulation of snow and/or ice on a structure creates a hazardous 
condition, the areas below the accumulation shall be protected from falling snow 
and/or ice. These areas shall include (but not be limited to) building entrances 
and exits, pedestrian, driveways, public right-of-way and utility locations for gas 
meters, fire department connections, and electrical meters, services and 
disconnects. 

Section 1507.2.2Slope. Delete this paragraph and replace as follows: 

Asphalt shingles shall be used only on roof slopes of two units vertical in 
12 units horizontal or greater. Required underlayment shall be provided as 
follows: A roof slope of 2:12 shall be provided with an approved self­
adhering polymer modified bitumen on the entire roof surface. A roof 
slope of 3:12 shall be provided with double underlayment in accordance 
with section 1507.2.8. Roof slopes of 4:12 or greater shall be provided 
with a single layer of underlayment in accordance with section 1507.2.8. 
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Section 1507.2.6 Fasteners. Add an exception to read: 

Staples may be substituted for nails on new work only. They must be 
galvanized or stainless steel with a ( 1) inch crown and of sufficient length 
to completely penetrate the shingle and roof sheathing. Staples must be 
straight and flush with the shingle surface. 

Section 1507.2.8 Underlayment application. In the first sentence, change "two 
units vertical" to "three units vertical". 

Section 1507.2.8.2 Ice barrier. Delete this section in its entirety and replace as 
follows: 

Where a non-energy heel truss design is utilized, an approved self­
adhering polymer modified bitumen sheet shall be installed on the roof 
deck extending from the eave up the roof to 36 inches inside the exterior 
wall line of the building. 

Exception: Detached accessory structures that contain no conditioned 
floor area. 

Section 1608.4 Roof snow loads. Add a new section to read as follows: 

In no case shall the roof design snow load be less than 50 psf. There is no snow 
load duration increase allowed for wood framed or wood trussed roofs. A 
minimum ground snow load (P 9) of 60 pounds per square foot shall be used in 
the determination of drift loads. 

Section 1608.5 Sliding snow. Create a new subsection and title to read as follows: 

Metal roofs with a slope greater than 2:12 shall have barriers installed to 
resist the sliding action and subsequent dumping of ice and snow on 
persons and property. These barriers shall be constructed to specifically 
protect required public parking areas, public walkways, entrances and 
required exit discharge. 

Section 1803.1 General. Add the following sentence to the paragraph. 

The effects of soil densification and differential settlement shall also be 
considered in the investigation, reporting and determination of potential 
soil strength loss when conditions warrant, also reference Sections 
1803.5.11 and 1803.5.12. 
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Section 1803.5.2 Questionable soil. Add the following sentence to the paragraph. 

In the event permafrost conditions are suspected, a soils investigation 
may be required. 

Section 1804.4 Site grading. Add the following sentence to the last paragraph. 

It shall be the responsibility of the building owner to assure that discharge 
of roof and surface runoffs disposed of without affecting adjacent property. 

Section 1804.6 Compacted fill material. Delete the first sentence and replace with the 
following: 

Where footings will bear on compacted fill material, the compacted fill shall, when 
required by the Building Official, comply with the provisions of an approved 
report, which shall contain the following: 

Fill material used to support building foundations and/or floor slabs shall consist 
of not more than five percent by weight of particles passing the No. 200 sieve 
and shall be compacted to a minimum of 95 percent of maximum density. The 
Building Official may require that verification of compaction be submitted in the 
event a site inspection reveals questionable soil conditions. 

Section 1805.4.2 Foundation drain. Delete this section in its entirety. 

Section 1806.2 Presumptive load-bearing values. Add a third paragraph to the 
section to read as follows: 

Footings shall bear upon in-situ, coarse-grained soils as defined in ASTM 2487 
with the exception of groups SM and SC. Soils grouped in the SM and SC 
classifications shall be acceptable provided the footings are at a depth as 
required above and placed upon a minimum of 1'-6" of compacted, clean gravel 
fill. 

Section 1807.1.6.2.1 Seismic requirements. Replace with: 

Plain concrete foundation walls are prohibited in Seismic Design Category D. 

Section 1807.1.3 Rubble Stone. Delete this section and referenced tables in its 
entirety. 

Section 1807.1.6.3.1 Masonry foundation walls. Replace 1. with: 

Table 1807.1.6.3(2), 1807.1.6.3(3) or 1807.1.6.3(4) for masonry walls with 
reinforcement. Plain masonry foundation walls are prohibited in seismic design 
category D. 
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Table 1807.1.6.3(1) Plain masonry foundation walls. Delete this section in its 
entirety. 

Section 1807 .1.6.3.1 Alternative foundation wall reinforcement. Delete this section 
in its entirety and replace as follows: 

In lieu of the reinforcement provisions for masonry foundation walls in table 
1807.1.6.3(2), 1807 .1.6.3(3) or 1807 .1.6.3( 4 ), alternative reinforcing bar sizes 
and spacing having an equivalent cross-sectional area of reinforcement per 
linear foot of wall shall be permitted to be used, provided the spacing of 
reinforcement does not exceed 48 inches and reinforcing bar sizes do not 
exceed No.11 . 

Section 1809.1 General. Delete this section and replace as follows: 

Shallow foundations shall be designed by a registered engineer licensed by the 
State of Alaska. Such design shall comply with sections 1809.2 through 1809.13. 

Section 1809.2. Supporting soils. Add the following sentence to the paragraph. 

Shallow footings and foundations shall be built on unfrozen, undisturbed, non­
frost susceptible soil, compacted unfrozen NSF fill, or controlled low-strength 
material (CLSM). Compacted fill material shall be placed in accordance with 
Section 1804.5. CLSM shall be placed in accordance with Section 1804.6. 

Section 1809.4 Depth and width of footings. Delete this section in its entirety and 
replace as follows: 

The minimum depth of footings below the undisturbed ground surface shall be 3'-
6" unless substantiated by a design prepared by a registered engineer licensed 
in the State of Alaska. The minimum width of footings shall be in accordance 
with a design prepared by a registered engineer licensed in the State of Alaska. 

Section 1809.5 Frost protection. Delete item 1 and replace with the following: 

1. The minimum depth of footings shall be 3'-6" below the ground surface. 

Delete item 2 under the exceptions and replace with the following: 

2. Area of 400 square feet (56 m2
) or less for light-framed construction. 

Delete the last sentence of the paragraph and replace with the following: 

Footings shall not bear on frozen soil. 
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Section 1809.7 Prescriptive footings for light frame construction. Delete this 
section in its entirety including table 1809. 7 and replace as follows: 

Where a specific design is not provided, concrete footings supporting walls of 
light-frame single family-duplex residential construction are permitted to be 
constructed in accordance with the City of Fairbanks Standard Foundation 
Details SFD1-SFD8. Commercial foundation designs shall be prepared by a 
registered engineer licensed by the State of Alaska. 

Section 1809.8 Plain concrete footings. Delete this section in its entirety. 

Section 1809.9 Masonry-unit footings. Delete this section and the exception in its 
entirety and replace as follows: 

Masonry-unit footings shall be reinforced and shall be designed by a registered 
engineer licensed by the State of Alaska. 

Section 1809.12 Timber footings. Add the following sentence to the end of the 
paragraph. 

Timber footings shall be designed by a registered engineer licensed by the State 
of Alaska. 

Section 1905.1.7 ACI 318, Section 14.1.4. Amend this section by revising paragraph 
14.1.4 to read as follows: 

14.1.4.1 - Structures assigned to seismic design category D, E or F shall not 
have elements of structural plain concrete. 

Section 1905.1.7 ACI 318, Section 14.1.4. Amend this section by further deleting sub 
paragraphs (a), (b) and (c). 

Section 2304.8.2 Structural Roof Sheathing. Add a new paragraph to read as 
follows: 

Roof sheathing installed on structural supports spaced (2) feet on center shall 
have a minimum (32/16) span rating with panel edge clips placed midway 
between such supports. Roof sheathing with a minimum (40/20) span rating may 
be applied to framing supports spaced at (2) feet on center without panel edge 
clips. 

Section 2304.8.2.1 Spaced lumber sheathing. Add a new subsection and exception 
to read as follows: 

Spaced lumber sheathing installed on roofs located in seismic design category D 
shall be designed by a licensed engineer registered in the State of Alaska. 
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Drawings and supporting calculations shall be submitted for review and approval. 
Truss design shall consider effects of spaced sheathing. 

Exception: 

Detached residential garages, storage sheds green houses and other non: 
habitable accessory structures. A shop building or warehouse does not qualify for 
the exception unless designed by an Engineer licensed by the State of Alaska. 
Truss design shall consider effects of spaced sheathing. 

Section 2305.4. Framing connections. Create a new section and title to read as 
follows: 

Framing connections. Framing connections shall be installed at each exterior 
bearing end of each truss or rafter and shall have a minimum lateral load 
capacity of not less than 400 pounds unless otherwise substantiated by design 
calculations provided by an engineer licensed in the State of Alaska. 

Table 2306.2.(1) Allowable Shear. Add the following sentence to footnote (c.) 

Where necessitated by sheathing fastener spacing, two 2-inch nominal 
members fastened together in accordance with section 2301.1 to transfer design 
shear value between the framing members is permitted. 

Table 2306.2.(2) Allowable Shear. Add the following sentence to footnote ( e ). 

Where necessitated by sheathing fastener spacing, two 2-inch nominal 
members fastened together in accordance with section 2301.1 to transfer design 
shear value between the framing members is permitted. 

Table 2306.3(11 Allowable Shear. Add the following sentence to footnoted. 

Where necessitated by sheathing fastener spacing, two 2-inch nominal members 
fastened together in accordance with section 2301.1 to transfer design shear 
value between the framing members is permitted. 

Table 2306.3(1) Allowable Shear. Delete the last sentence to footnote g and replace 
as follows: 

Foundation anchor bolts shall have a steel plate washer under each nut not less 
than 2-1/2 x 2-1/2 x 3/16_inch. The plate washer shall extend to within % inch 
of the edge of the bottom plate on the sheathed side. 

Section 2306.3 Amend this section by adding a last sentence of the paragraph to read 
as follows: 
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Shear walls sheathed with Portland cement plaster, gypsum lath, gypsum 
sheathing or gypsum board shall not be used to resist seismic forces in 
structures assigned to seismic design category D, E or F. 

Section 2308.2.3 Limitations. Amend this section by revising item 3 to read as follows: 

Ground snow loads shall not exceed 60 psf. 

Section 2308.3.1. Foundation plates or sills. Amend this section by adding the 
following sentence to the end of the paragraph to read as follows: 

A minimum washer of 2-1/2 inch X 2-1/2 inch by 3/16 inch is required for each sill 
plate bolted connection unless an alternate design is provided by a registered 
engineer licensed by the State of Alaska. 

Section 2509.3 Limitations. Delete item 1 in its entirety. 

Chapter 27 ELECTRICAL. Delete this chapter in its entirety and replace with the 
National Electric Code as adopted and amended by the City of Fairbanks. 

Section 2901.1 Scope. Revise this section by deleting the reference to the International 
Plumbing Code and International Private Sewage Disposal Code. 

Add the following note to the beginning of this paragraph: 

Where reference to any Plumbing Code is made in this Code it shall be taken to 
mean the Uniform Plumbing Code as adopted and amended by the City of 
Fairbanks. 

Table 2902.1 Minimum Number of Required Plumbing Fixtures. Delete the 
footnotes to the table and replace as follows: 

Add footnotes (f) and (h) in the "water closet'' column heading; add footnote (h) in 
the "other'' column heading. Add footnote (g) at row 4 under the Factory and 
Industrial heading and under the Bathtubs and Showers column. 

a. The fixtures shown are based on one fixture being the minimum required for the number of 
persons indicated or any fraction of the number of persons indicated. The number of occupants 
shall be determined by the International Building Code. 
b. Toilet facilities for employees shall be separate from facilities for inmates or care recipients. 
c. A single-occupant toilet room with one water closet and one lavatory serving not more than 
two adjacent patient rooms shall be permitted where such room is provided with direct access 
from each patient room and with provisions for privacy. 
d. The occupant load for seasonal outdoor seating and entertainment areas shall be included 
when determining the minimum number of facilities required. 
e. For business and mercantile occupancies with an occupant load of 15 or fewer, service sinks 
shall not be required. 
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f._ln each bathroom or toilet room, urinals shall not be substituted for more than 67percent of the 
required water closets in assembly and educational occupancies. Urinals shall not be substituted 
for more than 50 percent of the required water closets in all other occupancies. 
g. Emergency showers and eyewash stations shall conform to ISEA 2358.1. 
h. Floor drains shall be installed in Toilet rooms containing two (2) or more water closets or a 
combination of at least one (1) water closet and one (1) urinal, except in a dwelling unit. Floor 
drains shall also be installed in commercial kitchens, laundry rooms in commercial buildings, and 
common laundry facilities in multi-family dwelling buildings. 

Section 2902.5 Drinking fountains. Delete sections 2902.5 and 2902.6 and replace 
with the following. 

2902.5 Drinking fountains. Drinking fountains shall be provided according to Table 
2902.1 and this section. 

2902.5.1 Location. Drinking fountains shall not be required to be located in 
individual tenant spaces provided that public drinking fountains are located within 
a travel distance of 500 feet from the most remote location in the tenant space 
and not more than one story above or below the tenant space. Where the tenant 
space is in a covered or open mall, such distance shall not exceed 300 feet. 
Drinking fountains shall be located on an accessible route. 

2902.5.2 Prohibited location. Drinking fountains, water coolers, and water 
dispensers shall not be installed in public restrooms. 

2902.5.3 Small occupancies. Drinking fountains shall not be required for an 
occupant load of 15 or fewer. 

2902.5.4 Provide high and low drinking fountains. Where drinking fountains 
are required, not fewer than two drinking fountains shall be provided. One 
drinking fountain shall comply with the requirements for people who use a 
wheelchair and one drinking fountain shall comply with the requirements for 
standing persons. 

Exception: A single drinking fountain with two separate spouts that 
complies with the requirements for people who use a wheelchair and 
standing persons shall be permitted to be substituted for two 
separate drinking fountains. 

2902.5.5 Substitution. Where restaurants provide drinking water and container 
free of charge, drinking fountains shall not be required in those restaurants. In 
other occupancies, excluding A and E occupancies, water dispensers shall be 
permitted to be substituted for not more than 50 percent of the required drinking 
fountains. In B occupancies with fewer than 75 occupants, bottled water 
dispensers or sinks shall be permitted to be substituted for the required drinking 
fountains. 
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Section 3002.1 Hoistway Enclosure Protection. Add the following: 

Elevator hoistway shaft enclosure walls not required to have a fire resistive rating may 
be constructed with glass. Such glass shall be laminated glass that passes the 
requirements of ANSI A 17 .1. 
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